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BELL  / diffusore NON INCLUSO / diffuser NOT INCLUDED 

Type Article Colours Finish Source

SP BEL 045 E27 BC  white* XX  E27    1 x Max 17,5W LED or

BW  warm 
white*

GI  gold 
yellow

NE   black

RS  red

    IP20           220-240VAC

example composition code SP BEL045E27 GI XX

kg 5 m3 0,22

SP BEL 045

Equivalent  Sound Absorption  Area (A) in m 2 per lamp 

FREQUENCY 125 HZ 250 HZ 500 HZ 1000 HZ 2000 HZ 4000 HZ 8000 HZ  125-8000 HZ 500-2000 HZ

A 0,05 0,15 0,25 0,33 0,38 0,45 0,51 0,30 0,32

* trattamento ignifugo su richiesta con un incremento di prezzo del 5% /
 flame -retardant treatment  upon request with a price increase of the 5% .

Bell
Manuel Vivian

Collezione composta da lampade da soffitto e a sospensione con struttura metallica rivestita 
con fettuccia di tessuto pongé superliscio. Disponibile in vari colori e dimensioni. 
Sorgente luminosa con attacco a vite o a LED integrato dimmerabile.

Collection consisting of ceiling and suspended lamps with a metal frame covered with strips of 
extra smooth pongé fabric. Available in several colours and sizes. 
Screw fitting or built-in dimmable LED light source.

COLOURS

kcalbwolley dlogetihw mrawetihw

yponac etihwliated resuffidder

prodotto fonoassorbente / sound absorbing product

Altri colori disponibili su richiesta / Other colors available upon request.

BELL ˗ technical sheet

SP BEL045 E27 _ _ XX 
CUSTOMER__________________ NOTES______________________________________________________ 

____________________________ ____________________________________________________________ 

NOTICE: Luminous flux (lm) and efficacy (lm/W) for all LED luminaires is estimated based on nominal ratings of the LED sources. 
Technical data could be subject to alteration without notice. Axo Light does not provide legal guarantee for the accuracy of this data sheet.

AXO LIGHT srl, via Treviso 56 - 30037 Scorzè (VE), Italy - T +39 041 5845193
axolight@axolight.it - www.axolight.it
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